INTERIOR SYSTEM: INSTALLATION INSTRUCTION

LEGNO CABINET
ATTACHMENT: DAWER WITH TROUSER PULL OUT

Version 1.0 (2018-09-13)
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Installation I | ®

Subject to technical changes.



ACCESSORIES

(

1_20.08.035 2_20.08.027 /20.08.032 3_20.08.037 4_20.08.042

5_10.10.055 6_10.10.2xx 7_82.10.164 8_20.08.029

9 10.85.022

1_twister screw dowel DU 319 6_self-closing drawer runner 450 - 550
2_screw-in corpus connector/euro screw 4,2 x 13,5 mm 7_euroscrew for full pull out 6,3 x 11
3_wooden dowel 8 x 30 8_plastic insert for connector Rasant Tab
4_countersunkscrew 4,5x40 9_Rastex 15 without cover edge

5_drawer runner with softstop

SYSTEM: System Information: Legno / combination: drawer with trouser pull out
m min./max. Shelf = Corpus depth = 500mm/600 mm
[ ] max. trouser pull out depth = 440 mm
m Corpus height = 297 mm
® min./max. Shelf = Corpus width = 500mm/1200 mm



ASSEMBLY INSTRUCTIONS

ORDER OF ASSEMBLY

2_Slide sides to the top shelf / fix the Rastex

1st screw
F S — N
W fao_s00 ) s too 3rd hole
— J

3_Screw the sides together with the corpus

4 Mount the drawer runner




DETAIL DRAWING

1_Insert drawer and trouser.

You can find more information for mounting und adjusting
in following manuals:

Legno drawer for hanging and positioning_Installation

Interior system_trouser pull out_Installation

2_More informations
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